
   

 

SAFETY DISPLAY  
 
 

DAYS WITHOUT 
ACCIDENTS 

 
 

DMSFT01 (1 line) 
DMSFT02 (2 lines) 
DMSFT03 (3 lines) 

 

 Character height 110mm. 
 Reading distance 50m. 
 High brightness. 
 Display support not included (optional) 

    DMSFT 



General features 

Configuration 

Installation 

The display is supplied with a plug for connection to power supply, and mounting supports to easily hang it on the 

wall. 
No specific knowledge is needed for this mounting. 

Any additional mounting element  will have to be quoted.  

 DMSFT01 DMSFT02 DMSFT03 

Color Red, Amber, Green, White and Blue 

Number of lines 1 2 3 

Character height 110mm 

Led type Oval Ø5 

Brightness Software configurable 

Reading distance (m)  50 

Number of static characters 3 or 4 6 or 8 10 or 12 

Microprocessor 8bits 

Communication port Micro USB 

Power supply 88-264V AC 47/63Hz or 125-373V DC 

Maximum consumption 25W 50W 50W 

Working temperature -20ºC to +60ºC 

Dimensions (mm) 580×355×90 750×466×90 992×742×90 

Case material Black aluminium 

Frontal display Smoke-grey methacrylate 

Aprox. weight 5kg 8kg 14kg 

Fixing elements Rear supports 

Protection degree IP41 or IP54  

ORDERING CODE 

DISEÑOS Y TECNOLOGÍA, S.A. 
Xarol, 8-C    P.I. Les Guixeres 
08915 Badalona (Barcelona) - Spain. 

Tel. +34 933 394 758 
Fax +34 934 903 145 
Email: dtl@ditel.es ; web: www.ditel.es 

  
30738272B     23.04.14 

XX  First two numbers indicate model: 01, 02 or 03 
(1)  Digits that indicate days and maximum days without accidents. 

(2)  Only available from a minimum quantity. 

eMDSA software aplication allows configuration through USB connection. This software can be free downloaded 

from our website. 
 

The displays are provided with a push button that allows resetting the numbers of days without accidents so, no PC 

connection is needed. This push button can be activated or deactivated using eMDSA software. 
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