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LED PROJECTORS FOR 
OVERHEAD CRANE TROLLEY LE
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FEATURES

•	LED projectors installed on the overhead crane trolley, either 
in line on both sides or in a square configuration, emit red or 
blue guidelines visible on the floor, marking the safety zone 
where material is being moved, serving as a visual warning and 
providing a clear reference of the hoist’s location.

•	Specifically designed to help forklift operators and other 
workers accurately identify the position of the trolley with the 
overhead crane load.

•	Equipped with LEDs using diodes with a high lumen 
output, reaching up to 5520 lumens for bright and effective 
illumination.

•	Featuring anti-UV polycarbonate lenses that protect the LED 
emitter and project and focus the light beam in a line shape.

•	With an aluminium casing.
•	IP protection degree: the LED projectors are classified IP67 and 
IP6K9K.

•	Resistant to extreme temperatures: from -40°C to +50°C.
•	All materials and components used are wear resistant and 
guarantee protection of the unit against water and dust.

OPTIONS

•	Available in two versions, 8” and 14”, with red or blue light.
•	The dimensions of the projected lines vary depending on 
the installation height of the overhead crane, ensuring 
appropriate signaling in different environments.

CERTIFICATION
•	CE marking.

LED projectors for safety lighting of overhead travelling 
cranes operating in industrial environments where heavy 
load operations are carried out. 
Ideal as lighting signaling systems to delineate the work 
area and alert operators of potential risks.
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APPLICATION EXAMPES

Conformity to Community Directives 2014/35/UE Low Voltage Directive

Conformity to CE Standards

EN 60598-1 Luminaires - General requirements and tests

EN 60529-1 Degrees of protection provided by enclosures

EMC Standrad: R10 (only for 14” version)

Markings and homologations     

CERTIFICATIONS

Type 8” version 14” version
Ambient temperature Operational -40°C/+50°C

IP protection degree IP 67 and IP 6K9K IP 6K9K

Materials
Lens: Anti-UV PC

Housing: Aluminium alloy

Power supply 10 - 80 V DC 

LED type 12 Led Osram 24 Led Osram

Light colours Red, blue

Raw lumen 2760 LM 5520 LM

Effective lumen 551.5 LM 915.98 LM

Illumination distance 1 lux @80 m 1 lux @110.7 m

Raw power 36 W 72 W

Effective power 17.5 W 30.5 W

Current flow 1.45 A @12 V, 0.72 A @24 V 2.52 a @12 V, 1.26A @24 V

Wavelength 620 - 634 nm

Connections Open cable Wire

Dimensions 195 x 38.1 x 65.6 mm 350 x 38 x 74 mm

Mounting Bottom mount (free style slot hole bracket) Back mount

GENERAL TECHNICAL SPECIFICATIONS

LED PROJECTION PARAMETERS BASED ON INSTALLATION HEIGHT

Installation height Length of the     
projection line

Thickness of the 
projection line

5 m 4,5 m 25 cm

6 m 5 m 28 cm

8 m 7 m 35 cm

Installation height Length of the     
projection line

Thickness of the 
projection line

6 m 5.5 m 25 cm

8 m 8 m 32 cm

10 m 9 m 40 cm

12 m 10 m 50 cm

8” version 14” version

4 projectors forming a square 2 projectors perpendicular to the movement of the overhead 
crane

4 projectors parallel to the movement of the overhead 
crane

4 projectors parallel to the movement of the overhead 
crane and 2 perpendicular
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